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Engine Generators Certified for Canada
See General Information for Engine Generators Certified for Canada

AKSA POWER GENERATION (CHINA) CO LTD AU5210
No 19 North Tongjiang Rd
New District
Changzhou, Jiangsu 213034 CHINA
Engine generators, Model(s) APD, followed by UL, may be followed by J, followed by 30, 40, 55, 65, 80, 100, 125, 150, 180, 200,
250, 275, 300, 350, 400 or 500, may be followed by S.

Engine generators, Model(s) APD, followed by UL, may be followed by P or F, followed by 9, 13, 20, 28, 30, 56, 65, 82, 100, 150,
178, 250, 300, 350, 400, 461, 512, 565 or 611.

Engine generators, Model(s) APD, followed NG, followed by 30, 40, 50, 60, 80, 100, 125, 150, 200, 250, 300, 350, 400, 425, 450
and may be followed by S

Stationary engine generator assemblies for outdoor use and indoor use, Model(s) APD*, APD+

* - followed by UL, may be followed by V, followed by 250, 300, 350, 400, 450, 500, 550 and 600.

+ - followed by UL, may be followed by M, followed by 800, 1000, 1250, 1600, or 2000.
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并不是所有出现在本数据库中的公司名称和产品都满足了UL 跟踪检验服务的要求。只有带有 UL 标志的产品，才应该被视为经过
UL认证，并满足UL 跟踪检验服务的要求。注意查看产品上的标志。

UL 允许在线认证目录中所含材料的复制遵循以下条件：1.指南信息、装配、构造、设计、系统和/或认证（文件）必须在不篡改任
何数据（或图纸）的情况下完整且无误导性地呈现。2.“经 UL 允许从在线认证目录转载”声明必须出现在所摘取材料的邻近位置。此
外，转载材料必须包含以下格式的版权声明： "© 2021 UL LLC"
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